Eyer + Leo Headight

ECE-E8-112R-018091



Benefits

- Beautiful & Eligent appearance

- Premium performance high-output LEDs
- Easy plug and play installation

- Superior energy efficiency

Applications

- Maodification 7 inch headlights
- Motorcycle headlights
- Installation of vehicle headlights

Certification

ECE / DOT / CCC / SAE
*Accord with CCC GB4599 | ECE R112, DOT FMVSS
Bug-eye design idea,which makes the 108, SAE J1383
light looks more sharp and elegant
Traditional HID norpero LED headlight U P to
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Specification

PRODUCT

Power: 36W (ECE) 48W(DOT)

Width: 6.95 (in) / 176.5 (mm)

Depth: 3.95 (in) / 101.5 (mm)

Shape: Round

Outer Lens Material: Polycarbonate

Outer Lens Color: Clear

Housing Material: Die-Cast Aluminum

Housing Color: Black

Bezel Color: Black/Chrome

Retrofits: 7 round headlights

Minimum Operating Temperature: -30 (°C) / -86 (°F)
Maximum Operating Temperature: 55 (°C) /131 (°F)
Connector or Wiring: H4

Product Weight: 2.64 (Ibs) / 1.2 (kgs)

ELECTRICAL

Input Voltage: 12-24 V DC
Operating Voltage: 9-32 V DC
Black Wire: Ground

Red Wire: Low Beam

Blue Wire: High Beam
Current Draw:

3.0A @ 12V DC (High Beam)
1.5A @ 12V DC (Low Beam)
1.50A @ 24V DC (High Beam)
0.75A @ 24V DC (Low Beam)

REGULATORY STANDARDS COMPLIANCE
Buy America Standards Eco Friendly
ECE-R112 E8 Certificate

IEC IP67

PHOTOMETRIC

Raw Lumen Output: 2,600 (High Beam); 1,350 (Low Beam)
Effective Lumen Output: 1,600 (High Beam); 1000 (Low Beam)
Nominal LED Color Temperature: 6000 (K)

Beam Pattern(s):

Forward Lighting — High Beam (DOT/ECE)

Forward Lighting — Low Beam (DOT/ECE)



Optical Parameter

Energy Distribution(ECE R112 LHD Case)

Low Beam Energy Distribution H'igh Beam Energy Distribution

Bird's Eye View
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Bird's Eye View of Low Beam
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Bird's Eye View of High Beam

*Above is LED car light Optics lab test data (for reference only), specific application to specific product measured
numerical shall prevail



Installation

Method of connecting wire (fig 1): black wire connects negative, red wire connects anode of low
beam, blue wire connects anode of high beam.( fig 2): black wire connects negative, red wire
connects anode of angel eyes

Packaging
Model
Eyer
Eyer
Eyer

Eyer

Ordering code

Model

Eyer4801

Eyer4802
Eyer4803
Eyer4804
Eyer4805

Power

36W/48W

36W/48W
36W/48W
36W/48W
36W/48W

QTY/Carton
2 Pcs
4 Pcs
6 Pcs
12 Pcs
LEDs CCT
Osram 6000K
Osram 6000K
Osram 6000K
Osram 6000K
Osram 6000K

*36W is for ECE version ,48W is for DOT version

Carton size

23*23*28cm
43*24*28cm
42*23*43cm
43*43*42cm

IP grade  Connector

P67 H4
P67 H4
IPe7 H4
P67 H4
P67 H4

Anode of High Beam

Anode of Low Beam

Negative

Negative

Anode of DRL/Angel Eyes

G.W

4kg
7.5kg
10.5kg
21.5kg

Size (Diameter)

Color box
Yes
Yes

Yes

Yes

Halo Color

White
Red

Blue
White+amber



